
IMPORTANT - IF YOU ARE UNSURE, CONSULT OUR FREE TECHNICAL SERVICE. Tel: +44 (0) 121 380 4700 Fax: +44 (0) 121 380 470124

HEVI-LOAD 5,6 • DIE LIFTERS

HEVI - LOAD 5

HEVI - LOAD 6 DIE LIFTERS

Features: High load capacity, greater shock loading protection.
Screw fixing collar for Ø38.1mm and Ø50.8mm ball units only, for
secure fixing in ball down applications.

Features: Tolerance ring for interference fitting for ball up and ball
down fitting. Greater shock loading protection. Finish: chemical
black housing for Types 13 and 16.

Features: Compact, interference fitting, greater shock loading pro-
tection. Finish: chemical black housing for Types 13 and 16.
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*Ball units 7107, 7108 and 7109 incorporate the shell ball design and
have no seal with a chemical black finish for Types 13 and 16.
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7 7 100 100
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140 140 245 245

180 180 270 270

310 185 685 380

460 230 765 410

565 375 830 685

690 460 875 660

760 565 910 745
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General Spring Rating Tolerance ±10%
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335 200 585 465 1.5
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General Tolerance unless stated ±0.3mm

General Spring Rating Tolerance ±10%
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To order, specify REF Nº and TYPE, i.e. 7107-13.
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